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DESCRIPTION DATE | APPROVED

0

H|§ 8/8/13

DESIGN 8/5/13

MATERIALS 0OF CONSTRUCTION

IST STAGE BODY: ALUMINUM/CLEAR ANODIZED

2ND STAGE BODY: ALUMINUM/CLEAR ANODIZED

IST STAGE PISTON: BRASS

2ND STAGE DIAPHRAGM: VITON

2ND STAGE MAIN VALVE SEAT: NEOPRENE

INLET: 1/4-18 FNPT-3000 PSIG MAX

OUTLET: 1/8-27 FNPT <0-15 PSIG/ADJUSTABLE>
GAUGES: 1 1/2” DIA/STEEL CASE W/BRASS SOCKET

h_mm MAX TRAVEL
(NO STOP PROVIDED)

b.ww MIN DISTANCE

|——

BILL OF MATERIALS

PART# [ITEM | QTY DESCRIPTION
30-X 1 1 ASSEMBLY-2 STAGE REGULATOR
50-11113-01 2 1 GAUGE-INLET <3000 PSIG)
30-11113-06 3 1 GAUGE-OUTLET (30 PSIG)
50-11057-X 4 1 LABEL
50-11004-3 S 1 BARB-HOSE
50-10317 6 1 VALVE-NEEDLE

ABOVE BONNET AFTER SETTING
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PART® | SETTING

S50-11946-1|SET @ 10 PSIG OUTLET W/2000 PSIG INLET-ADJUST FLOW TO 042 SLPM

blu:\_mzm:uzw TO MAINTAIN WHEN SETTING OUTLET PRESSURE

Blb_u_u_l< TEFLON TAPE TO THREADS & INSTALL ADAPTER
INTO BODY BEFORE TESTING

174* HOSE BARB OUTLET
W/ADJUSTABLE FLOW CONTROL
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